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Use of This Document 

This document is an Application Note / How-To to help the user connecting LinMot drives to different PLC types. 
 
It provides guides when using function block libraries provided by NTI AG / LinMot and guides to integrate 
LinMot drives using standardized drive profiles. 
 
This document is provided by NTI AG / LinMot free of charge with no warranty for updates.  
 
Also, LinMot accepts no liability for damages that may be caused by using this document or programming 
examples referred to. 
 
Drives:   Various 
 
Classification:  [x] Application Note 
   [x] Installation Guide 
   [x] User Manual 
   [x] Documentation 
   [x] LinMot internally 
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Rockwell Automation, Inc  Rockwell AutomationÈ, Allen-BradleyÈ, CompactLogixÊ, ControlLogixÈ, Studio 5000È, Studio 
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Beckhoff Automation GmbH BeckhoffÈ, TwinCATÈ, EtherCATÈ, Safety over EtherCATÈ 
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1 General 

1.1 Abbreviations 

1.1.1 LinMot Drive System Generations (SG) 

SG Drives 

SG3 Family E1100 (GP, CO, DN, DP) (LC/HC/XC) 

SG4 Family B1100 (VF, PP, GP, ML) (LC/HC/XC) 

SG5 Family E1200 (GP, DP, DS, EC, IP, PD, PL, PN, SC, SE, LU) 

Family E1400 (GP, DP, DS, EC, IP, PD, PL, PN, SC, SE, LU) (0S/1S) 

Family B8000-ML (GP, EC, IP, PL, PN, SC) 

SG6 Family C1250 (MI, DS, EC, CM, IP, PD, PL, PN, SC, SE, LU, CC) (0S/1S) 

Family C1251 (MI) (2S) 

Family E1400V2 (GP, DP, DS, EC, IP, PD, PL, PN, SC, SE, LU) (0S/1S) 

Family C1400 (GP, DS, EC, IP, PD, PL, PN, SC, SE, LU) (0S/1S) 

SG7 Family A1100 

Family C1100 (GP, DS, EC, PD, PN, SE) (0S/1S) 

 
1.1.2 LinMot Drive Interface Extensions 

Extension Interface 

GP General Purpose (Depends on system generation and installed FW: LinRS and/or CANopen and/or DeviceNet) 

CO CANopen (LinMot Profile) 

DN DeviceNet (LinMot Profile) 

DP PROFIBUS (LinMot Profile) 

PN PROFINET (LinMot Profile) 

PD PROFIdrive (PROFIdrive Standard Telegram 5 & 9, SIEMENS Telegram 105) 

PDS PROFISAFE (Safety Standard Telegram 30), PROFINET (LinMot Profile) & PROFIdrive (PROFIdrive Standard 
Telegram 5 & 9, SIEMENS Telegram 105) 

EC EtherCAT (LinMot Profile) 

SE EtherCAT SoE (Servo Drive Profile over EtherCAT) 

DS EtherCAT CoE (DS402/CiA402) 

PL Powerlink (DS402/CiA402, LinMot Profile) 

IP EtherNet/IP (LinMot Profile) 

CM EtherNet/IP (CIP Sync, LinMot Profile) 

SC Sercos III (FSP_DRIVE, FSP_IO) 

CC CC-Link IE Field Basic (LinMot Profile) 

LU LinUDP (LinMot Ethernet UDP protocol) 

RS LinRS (LinMot serial protocol for RS232, RS422, RS485) 

MI Multi Interface (PN/PD > MIPD, EC/DS > MIDS, CM > MICM, PL > MIPL, SC > MISC, CC > MICC, LU > MILU) 

 
E.g., C1250-DS-XC-xS -> DS = EtherCAT CoE 
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1.2 LinMot Drives with multi-interface (MI) Overview / C1250-xx replacement 

The table shown on the next page gives an overview of how and if a C1250 drive with a specific interface (e.g., 
EC, PN, é) could be replaced by a multi-interface C125x-MI drive. (blue  = C1250-MI-XC-xS, yellow = C1251-
MI-XC-2S) 
 
The C1250-MI drives can be ordered with a specific interface preinstalled by a defined article number.  
Even if there is an interface preinstalled the user is free to install any supported interface during firmware 
installation. 
 
A generic C1250-MI drive is available too where no interface is preinstalled. Any supported interface can be 
chosen during firmware installation. 
 
The generic versions have the following ordering information: 
 

Item Article no. 

C1250-MI-XC-1S-000 0150-5589 

C1250-MI-XC-0S-000 0150-5591 

  

C1250-MI-XC-1S-C00  (Calibrated Measuring Amplifier) 0150-5590 

C1250-MI-XC-0S-C00  (Calibrated Measuring Amplifier) 0150-5592 

 
 

 

Attention:  
The generic MI drive supports all interfaces of the C1250 series drives except SE (SoE). 
Supported: PD, PN, DS, EC, CM, IP, PL, SC (FSP_DRIVE only), LU, CC 
 
> IP drives can be directly replaced by CM or MI when activating the ñLegacyò assembly. 

    
 
> SC drives using the FSP_Drive profile can be replaced by MI drives. 
 
> SC drives using the FSP_IO profile can NOT be replaced by MI drives as FSP_IO is not supported. 

 
 

 

Note:  
For MI drives with preinstalled interface the item name is appended with -0xx / -Cxx where xx is the 
interface type. 
 
E.g., C1250-MI-XC-1S-000 drive with preinstalled PD/PN interface => C1250-MI-XC-1S-0PD 

 
 

 

Note:  
In the PLC the device type of MI drives is shown with the interface abbreviation appended directly to 
MI. 
 
E.g., C1250-MI-XC-1S-0PD (or é-000) is shown in TIA Portal as C1250-MIPD-XC-1S 

 
  

https://shop.linmot.com/E/product/0150-5589
https://shop.linmot.com/E/product/0150-5591
https://shop.linmot.com/E/product/0150-5590
https://shop.linmot.com/E/product/0150-5592
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  Drive Family     

Interface  C1250-xx-XC-0S C1250-xx-XC-1S C1250-MI-XC-0S C1250-MI-XC-1S C1251-MI-XC-2S 

MI 

(generic) 

Description   C1250-MI-XC-0S-x00 C1250-MI-XC-1S-x00 C1251-MI-XC-2S 

Intf Art no.      

HW Art no. -000   0150-5591 (-000) 0150-5589 (-000) 0150-2933 

HW Art no. -C00   0150-5592 (-C00) 0150-5590 (-C00) 0150-4185 

LU Description C1250-LU-XC-0S C1250-LU-XC-1S C1250-MI-XC-0S-xLU C1250-MI-XC-1S-xLU C1251-MILU-XC-2S 

Intf Art no.   0150-30140 0150-30160 0150-30000 

HW Art no. -000 0150-2491 0150-2492 0150-5748 (-0LU) 0150-5734 (-0LU) 0150-2933 

HW Art no. -C00 0150-4129 0150-4135 0150-5741 (-CLU) 0150-5727 (-CLU) 0150-4185 

EC Description C1250-EC-XC-0S C1250-EC-XC-1S C1250-MI-XC-0S-xDS C1250-MI-XC-1S-xDS C1251-MIDS-XC-2S 

Intf Art no.   0150-30142 0150-30162 0150-30002 

HW Art no. -000 0150-1884 0150-2345 0150-5751 (-0DS) 0150-5737 (-0DS) 0150-2933 

HW Art no. -C00 0150-4125 0150-4126 0150-5744 (-CDS) 0150-5730 (-CDS) 0150-4185 

DS Description C1250-DS-XC-0S C1250-DS-XC-1S C1250-MI-XC-0S-xDS C1250-MI-XC-1S-xDS C1251-MIDS-XC-2S 

Intf Art no.   0150-30142 0150-30162 0150-30002 

HW Art no. -000 0150-2415 0150-2416 0150-5751 (-0DS) 0150-5737 (-0DS) 0150-2933 

HW Art no. -C00 0150-4123 0150-4124 0150-5744 (-CDS) 0150-5730 (-CDS) 0150-4185 

SE Description C1250-SE-XC-0S C1250-SE-XC-1S    

Intf Art no.      

HW Art no. -000 0150-1897 0150-2350    

HW Art no. -C00 0150-4144 0150-4145    

PL Description C1250-PL-XC-0S C1250-PL-XC-1S C1250-MI-XC-0S-xPL C1250-MI-XC-1S-xPL C1251-MIPL-XC-2S 

Intf Art no.   0150-30144 0150-30164 0150-30004 

HW Art no. -000 0150-1885 0150-2347 0150-5749 (-0PL) 0150-5735 (-0PL) 0150-2933 

HW Art no. -C00 0150-4138 0150-4139 0150-5742 (-CPL) 0150-5728 (-CPL) 0150-4185 

PD Description C1250-PD-XC-0S C1250-PD-XC-1S C1250-MI-XC-0S-xPD C1250-MI-XC-1S-xPD C1251-MIPD-XC-2S 

Intf Art no.   0150-30145 0150-30165 0150-30010 

HW Art no. -000 0150-2618 0150-2619 0150-5746 (-0PD) 0150-5732 (-0PD) 0150-2933 

HW Art no. -C00 0150-4136 0150-4137 0150-5739 (-CPD) 0150-5725 (-CPD) 0150-4185 

PN Description C1250-PN-XC-0S C1250-PN-XC-1S C1250-MI-XC-0S-xPD C1250-MI-XC-1S-xPD C1251-MIPD-XC-2S 

Intf Art no.   0150-30145 0150-30165 0150-30010 

HW Art no. -000 0150-1888 0150-2348 0150-5746 (-0PD) 0150-5732 (-0PD) 0150-2933 

HW Art no. -C00 0150-4140 0150-4141 0150-5739 (-CPD) 0150-5725 (-CPD) 0150-4185 

IP Description C1250-IP-XC-0S C1250-IP-XC-1S    

Intf Art no.      

HW Art no. -000 0150-1886 0150-2346    

HW Art no. -C00 0150-4127 0150-4128    

CM Description C1250-CM-XC-0S C1250-CM-XC-1S C1250-MI-XC-0S-xCM C1250-MI-XC-1S-xCM C1251-MICM-XC-2S 

Intf Art no.   0150-30147 0150-30167 0150-30008 

HW Art no. -000 0150-2900 0150-2901 0150-5747 (-0CM) 0150-5733 (-0CM) 0150-2933 

HW Art no. -C00 0150-4121 0150-4122 0150-5740 (-CCM) 0150-5726 (-CCM) 0150-4185 

SC 
 
FSP_DRV 

only! 

Description C1250-SC-XC-0S C1250-SC-XC-1S C1250-MI-XC-0S-xSC C1250-MI-XC-1S-xSC C1251-MISC-XC-2S 

Intf Art no.   0150-30149 0150-30169 0150-30009 

HW Art no. -000 0150-1887 0150-2349 0150-5750 (-0SC) 0150-5736 (-0SC) 0150-2933 

HW Art no. -C00 0150-4142 0150-4143 0150-5743 (-CSC) 0150-5729 (-CSC) 0150-4185 

CC Description C1250-CC-XC-0S C1250-CC-XC-1S C1250-MI-XC-0S-xCC C1250-MI-XC-1S-xCC C1251-MICC-XC-2S 

Intf Art no.   0150-30150 0150-30170 0150-30010 

HW Art no. -000 0150-4023 0150-4024 0150-5752 (-0CC) 0150-5738 (-0CC) 0150-2933 

HW Art no. -C00 0150-4146 0150-4147 0150-5745 (-CCC) 0150-5731 (-CCC) 0150-4185 

PDS Description     C1251-MIPD-XC-2S 

Intf Art no.     0150-31005 

HW Art no. -000     0150-2933 

HW Art no. -C00     0150-4185 

  

https://shop.linmot.com/E/product/0150-5591
https://shop.linmot.com/E/product/0150-5589
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-5592
https://shop.linmot.com/E/product/0150-5590
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-2491
https://shop.linmot.com/E/product/0150-2492
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4129
https://shop.linmot.com/E/product/0150-4135
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-1884
https://shop.linmot.com/E/product/0150-2345
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4125
https://shop.linmot.com/E/product/0150-4126
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-2415
https://shop.linmot.com/E/product/0150-2416
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4123
https://shop.linmot.com/E/product/0150-4124
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-1897
https://shop.linmot.com/E/product/0150-2350
https://shop.linmot.com/E/product/0150-4144
https://shop.linmot.com/E/product/0150-4145
https://shop.linmot.com/E/product/0150-1885
https://shop.linmot.com/E/product/0150-2347
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4138
https://shop.linmot.com/E/product/0150-4139
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-2618
https://shop.linmot.com/E/product/0150-2619
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4136
https://shop.linmot.com/E/product/0150-4137
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-1888
https://shop.linmot.com/E/product/0150-2348
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4140
https://shop.linmot.com/E/product/0150-4141
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-1886
https://shop.linmot.com/E/product/0150-2346
https://shop.linmot.com/E/product/0150-4127
https://shop.linmot.com/E/product/0150-4128
https://shop.linmot.com/E/product/0150-2900
https://shop.linmot.com/E/product/0150-2901
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4121
https://shop.linmot.com/E/product/0150-4122
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-1887
https://shop.linmot.com/E/product/0150-2349
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4142
https://shop.linmot.com/E/product/0150-4143
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-4023
https://shop.linmot.com/E/product/0150-4024
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4146
https://shop.linmot.com/E/product/0150-4147
https://shop.linmot.com/E/product/0150-4185
https://shop.linmot.com/E/product/0150-2933
https://shop.linmot.com/E/product/0150-4185
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1.3 Available LinMot Libraries 

LinMot provides several function block libraries for different PLCs and fieldbus systems to allow a fast and 
comfortable integration of LinMot drives into almost any control concept. 
 
An overview of available LinMot libraries can be downloaded from the LinMot website: 
http://www.linmot.com/support/plc-library/  
 
Or search for the document reference (0185-1105) in the LinMot eCatalogue:  
http://shop.linmot.com 
 

 

Note: The available libraries can be downloaded from: http://download.linmot.com/plc_lib/libraries 
For preliminary libraries that are not available for download please contact the LinMot support team. 
support@linmot.com 

  

http://www.linmot.com/support/plc-library/
https://shop.linmot.com/E/product/0185-1105-E
http://shop.linmot.com/
http://download.linmot.com/plc_lib/libraries
mailto:support@linmot.com
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1.4 Documentation / User Manuals / Application Notes 

Beside the documentation included in the libraries available for download, reading the following user manuals is 
essential to understand the communication between the PLC and the LinMot drive. The manuals are included in  
the LinMot-Talk software (Menu Manuals Ÿ All Documents or Relevant Documents if logged in to a drive) or can 
be downloaded from the LinMot eCatalogue (search by document reference): http://shop.linmot.com 
 

 
 

User Manuals: General System Generation Document Reference 

LinMot-Talk All 0185-1059 

Motion Control Software SG3 & SG4 0185-1092  

Motion Control Software SG5 - SG7 0185-1093 

   

User Manuals: Configuration Over Fieldbus System Generation Document Reference 

Drive Configuration Over Fieldbus SG3 & SG4 0185-1072 (SG3), 0185-1073 (SG4) 

Drive Configuration Over Fieldbus SG5 - SG7 0185-1074 

   

User Manuals: Interfaces System Generation Document Reference 

EtherCAT (LinMot Profile) SG5 - SG7 0185-1079 

EtherCAT CoE (CiA402, CANopen over EtherCAT) SG5 - SG7 0185-1103 

EtherCAT SoE (Servo Drive Profile over EtherCAT) SG5 - SG7 0185-1080 

   

PROFIBUS DP SG3, SG5 & SG6 0185-1089 

PROFINET IO SG5 - SG7 0185-1090 / 0185-1154 (-MI) 

PROFINET PROFIdrive SG6 0185-1132 / 0185-1154 (-MI) 

   

Sercos III (FSP_DRIVE or FSP_IO) SG5 & SG6 0185-1091 

   

EtherNet/IP SG5 & SG6 0185-1081 

EtherNet/IP CIP Sync SG6 0185-1165 

   

Powerlink SG5 & SG6 0185-1088 

   

CC-Link IE Field Basic SG6 (C1250-CC-..) 0185-1171 

   

CANopen SG3 & SG4 0185-1075 

CANopen SG5 - SG7 0185-1076 

DeviceNet SG3 & SG4 0185-1078 

LinRS (LinMot serial protocol) SG3 - SG7 0185-1082 

LinUDP (LinMot Ethernet UDP protocol) up to FW6.3 SG5 & SG6 0185-1083 

LinUDP V2 (LinMot Ethernet UDP protocol) from FW6.3 SG5 & SG6 0185-1108 

   

Application Notes  Document Reference 

HT Config over Realtime  0185-0142-E / 0185-0142-D 

HT Oscilloscope  0185-0132-E / 0185-0132-D 

HT Position Loop Tuning  0185-1156-E / 0185-1156-D 

HT Closed Loop Force/Torque Tuning  0185-0144-E / 0185-0144-D 

  

http://shop.linmot.com/
http://shop.linmot.com/e/product/0185-1059-E
http://shop.linmot.com/e/product/0185-1092-E
http://shop.linmot.com/e/product/0185-1093-E
http://shop.linmot.com/e/product/0185-1072-E
http://shop.linmot.com/e/product/0185-1073-E
http://shop.linmot.com/e/product/0185-1074-E
http://shop.linmot.com/e/product/0185-1079-E
http://shop.linmot.com/e/product/0185-1103-E
http://shop.linmot.com/e/product/0185-1080-E
http://shop.linmot.com/e/product/0185-1089-E
http://shop.linmot.com/e/product/0185-1090-E
http://shop.linmot.com/e/product/0185-1154-E
http://shop.linmot.com/e/product/0185-1132-E
http://shop.linmot.com/e/product/0185-1154-E
http://shop.linmot.com/e/product/0185-1091-E
http://shop.linmot.com/e/product/0185-1081-E
http://shop.linmot.com/e/product/0185-1165-E
http://shop.linmot.com/e/product/0185-1088-E
http://shop.linmot.com/e/product/0185-1171-E
http://shop.linmot.com/e/product/0185-1075-E
http://shop.linmot.com/e/product/0185-1076-E
http://shop.linmot.com/e/product/0185-1078-E
http://shop.linmot.com/e/product/0185-1082-E
http://shop.linmot.com/e/product/0185-1083-E
http://shop.linmot.com/e/product/0185-1108-E
https://shop.linmot.com/e/product/0185-0142-E
https://shop.linmot.com/E/product/0185-0142-D
https://shop.linmot.com/e/product/0185-0132-E
https://shop.linmot.com/E/product/0185-0132-D
https://shop.linmot.com/e/product/0185-1156-E
https://shop.linmot.com/E/product/0185-1156-D
https://shop.linmot.com/e/product/0185-0144-E
https://shop.linmot.com/E/product/0185-0144-D
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1.5 UPID (Unique Parameter ID) 

The value of any parameter of a LinMot drive is stored as an integer value (raw data) in the memory space of 
the drive. The parameter is identified through its Unique Parameter ID (UPID), which is a 16 Bit integer number. 
 

 

Note: Detailed information about LinMot drive parameters can be found in the user manual Drive 
Configuration Over Fieldbus. See chapter 1.4 Documentation / User Manuals 

 

 

Attention ROM Access:  
Intense use of writing into the ROM memory can reduce the lifetime of the drive memory! 
More details can be found in the Drive Configuration Over Fieldbus (0185-1074) user manual  
> see chapter Documentation / User Manuals 

 
 

1.6 Recent Version of LinMot-Talk and Drive Firmware 

The most recent LinMot-Talk version including all drive firmware, device description files and documentation can 
be downloaded from 
 
either (standard): 
https://linmot.com/download/linmot-talk-drive-configuration/ 
 
or (alternative link): 
http://download.linmot.com/LinMot-Talk/Release/ 
 
 

 

Hint: 
LinMot C1250, C1450 & E1450 series drives support configuration over several interfaces 
(PROFINET, EtherNet/IP, EtherCAT, Sercos III & LinUDP).  
 
This allows to login with LinMot-Talk into the drive and change parameters, monitor the drive, 
import/export the drive configuration, etc. 
 
The application note ñConfig over Realtimeò covering this topic is available from: 
0185-0142-E / 0185-0142-D 
 

 
 

1.7 YouTube Video Tutorials 

LinMot provides videos for a wide range of topics covering login, firmware installation, motor wizard, integration, 
and maintenance on the website. 

 
https://linmot.com/drive-configuration/ 
 

 

1.8 LinMot Product Information 

Datasheets, Installation Guides, Application Notes, drivers, EPlan, CAD Files and so on for LinMot products can 
be found in the eCataloque: https://shop.linmot.com/ 
 

 

Note: To find all relevant information about a product just enter the article 
number in the search box on https://shop.linmot.com/ 
 
  

 
  

http://shop.linmot.com/e/product/0185-1074-E
https://linmot.com/download/linmot-talk-drive-configuration/
http://download.linmot.com/LinMot-Talk/Release/
https://shop.linmot.com/E/product/0185-0142-E
https://shop.linmot.com/E/product/0185-0142-D
https://linmot.com/drive-configuration/
https://shop.linmot.com/
https://shop.linmot.com/
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2 Overview 

2.1 LinMot Profile (Commissioning using the LinMot Libraries) 

The following table shows working combinations of different PLC types and LinMot drives. For these 
combinations function block libraries and/or example projects are available. Click the link in the See chapter 
column to directly open the according chapter (if available). 
 

PLC Type Interface LinMot I/F Extension Type Language See chapter 

Beckhoff TwinCAT 2&3 EtherCAT 

CANopen 

PROFIBUS 

-EC & -MI 

-GP 

-DP 

Library ST (Structured Text) 3 

      

Siemens Step 7 V5.5 

(S7-300 and higher) 

PROFINET 

PROFIBUS 

-PN & -MI 

-DP 

Library AWL 4 

      

Siemens TIA 

(S7-300, S7-1500) 

PROFINET 

PROFIBUS 

-PN & -MI  

-DP 

Library AWL 4 

      

Siemens TIA 

(S7-1200, S7-1500) 

PROFINET 

PROFIBUS 

-PN & -MI 

-DP 

Library SCL 4 

      

Rockwell Automation EtherNet/IP -IP 

-CM & -MI 

Addon Instructions (AOI) LD (Ladder) 5 

9 

      

B&R Powerlink 

CANopen 

-PL & -MI 

-GP 

Library ST 6 

      

CODESYS (based) Various Various Library ST 7 

      

Mitsubishi CC-Link IE 
Field Basic 

-CC & -MI Library ST 8 
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2.2 Drive Profiles (Direct Integration as Motion Axis using standardized Drive Profiles)  

The following table shows the drive profiles supported by LinMot servo drives. Based on your PLC type the 
correct LinMot drive can be selected. Click the link in the See chapter column to directly open the according 
chapter (if available). 
 

PLC Type Interface LinMot I/F Extension Integration Drive Profile See chapter 

Rockwell Automation EtherNet/IP (CIP Sync) -CM & -MI As motion axis LinMot PVA Streaming 9 

      

Siemens 

(Simotion, S7-1500, é) 

PROFIdrive -PD & -MI 

 

As axis (TO) Standard Telegram 5 

SIEMENS Telegram 105 

10 

      

Beckhoff TwinCAT 2&3 EtherCAT CoE -DS & -MI As axis (NC) CoE (DS402/CiA402) 11 

      

Beckhoff TwinCAT 2&3 EtherCAT SoE -SE As axis (NC) SoE 12 

      

Schneider Electric 

(PacDrive 3) 

Sercos III -SC & -MI As axis FSP Drive 13 

      

CODESYS Motion EtherCAT CoE -DS & -MI As axis CoE (DS402/CiA402) 14 

      

B&R Powerlink CiA402 -PL & -MI As axis CoE (DS402/CiA402) 15 

      

B&R  Powerlink -PL & -MI As SDC axis LinMot PV Streaming 16 

      

Omron 

(NJ501-1500) 

EtherCAT CoE -DS & -MI As axis CoE (DS402/CiA402) 17 

      

TRIO 

(MC4N ECAT, P904) 

EtherCAT -DS & -MI As axis CoE (DS402/CiA402) 18 

      

Bosch Rexroth  

(IndraControl / 
IndraMotion) 

Sercos III -SC & -MI As axis FSP Drive Footnote 1 

 
  

 
1 See Bosch Rexroth online help for GAT compact. The LinMot Sercos (-SC) drives are integrated 
as sercosDrive. 
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3 LinMot Profile: Beckhoff TwinCAT 2&3 

3.1 Overview 

This chapter shows how a LinMot drive with LinMot EtherCAT interface (e.g., C1250-EC-XC-0S) can be 
integrated and setup in a Beckhoff TwinCAT environment to be used with the library provided by LinMot.  
For this example, TwinCAT 2 is used. The steps are generally similar for TwinCAT 3. 
 
Download: 
The library for TwinCAT 2&3 can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/Beckhoff/  (named Beckhoff_LinMot_Library_...) 

 
 

 

Note:  
More information can be found in the library documentation (part of the above-mentioned download) 
and in the user manual EtherCAT (LinMot Profile) (see chapter 1.4 Documentation / User Manuals) 

 
 
 

                                                    
 
Image Source: http://www.beckhoff.com/ 

 
EtherCAT is the open real-time Ethernet network originally developed by Beckhoff. The LinMot acts as Slave in 
this network and is implemented with the standard ASIC ET1100 from Beckhoff. 
 
For further information on the EtherCAT fieldbus please visit: 
http://www.ethercat.org/ 
 
 
  

additional device (s) 

http://download.linmot.com/plc_lib/libraries/Beckhoff/
http://www.ethercat.org/
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3.2 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
3.2.1 Motor Configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
3.2.2 XML Files 

Install the XML file that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. They are located by default: 
¶ EtherCAT: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherCAT\XML\  
¶ EtherCAT: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherCat_Nx\XML\ (-MI drives) 

 

 

XML file names: 
NTIL_LM_Servos_Vx_xrx.xml    LinMot EC drives SG6-7 
NTIL_LM_SG5_Servos_Vx_xrx.xml   LinMot EC drives SG5 
NTIL_CiA402_Servos_MI_Vx_xrx.xml   LinMot MI drives SG6 

 
 
3.2.3 EtherCAT Connection 

The drive is connected to the EtherCAT network using the X17 & X18 connectors.  
The below pictures show the ports of an E1250-EC-UC drive. On all other LinMot drives supporting EtherCAT 
the ports are named the same (X17 & X18) but they may be placed differently on the drive housing. 
 

 
 

 
  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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3.3 PLC Setup EtherCAT (E1450-EC-QN, E1250-EC-UC, C1x00-EC-XC-xx) 

3.3.1 Insert LinMot Drive as Slave 

The required XML files can be found in the following folder (default): 
 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherCAT\XML 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherCat_NX\XML (-MI Drives) 
 
These files must be copied to the IO folder of TwinCAT: 
 
¶ C:\TwinCAT\Io\EtherCAT\   (for TwinCAT 2) 
¶ C:\TwinCAT\3.1\Config\Io\EtherCAT\ (for TwinCAT 3) 

 

 

Note: You may have to restart the developing environment to have the new XML file to be recognized. 
 

 
 

 

Insert a new device by right-click on the EtherCAT-Master and Append Box (figure below) or restart 
the PLC to ñConfig Modeò and scan for the devices attached to the EtherCAT bus. 

 
 
ATTENTION: 
For -MI drives (they show up as CiA402 drives, e.g., C1250-MIDS-1S V1.0r0) make sure that input 
PDOs 0x1B00 and 0x1B08 as well as output PDOs 0x1700 and 0x1708 are selected. 
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3.3.2 Config Module 

The Config Module provides access to parameters, curve profiles, command table and so on of a LinMot drive. 
 

 

If the config function blocks of the library are used the ĂConfig Moduleñ inputs and outputs (0x1B08 & 
0x1708) must be enabled and linked as well. 
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3.3.3 Links to PLC Control 

To be able to link the input and output data of the LinMot drive you must create an instance of the tstLM_Axis 
data type (part of the library) in the global variables of you PLC project. 
 

 

The inputs and outputs of the modules must be linked as shown below: 
 

 
 
Hint: 
It is possible to change multiple links at once. Just select the names you want to link > right-click > 
Change Multi Link. Donôt forget to check ñAll Typesò and ñContinuousò. 
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3.3.4 Check EoE settings 

On supported drives (C1250-..., C1450-é & E1450-...) please check the EoE (Ethernet over EtherCAT) 
settings. 
 
LinMot drives do NOT support the DHCP mode yet. A fix IP must be assigned (select IP Address) or the EoE 
feature must be completely disabled (disable Virtual Ethernet Port). 
 

 
 

 

Note:  
EoE can be used to login into the drive with LinMot-Talk directly over EtherCAT.  
E.g., to change drive settings or for monitoring and tracing.  
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3.4 Add Additional Parameters or Variables to the Process Data 

To add additional parameters or variables for read and write access to the process data please see chapter 
11.10 Add Additional Parameters or Variables to the Process Data.  
 
 

3.5 Check with LinMot-Talk if the Fieldbus is running 

LinMot-Talk shows the status of the fieldbus. Open the variables EtherCAT and check if the bus is running 
(EtherCAT State = Operational State). 
 

 

Check fieldbus status: 
 

 
 

 
 

3.6 Next Steps 

Now you can start implementing your application using the function blocks and documentation from the 
download link in chapter 3.1 Overview. 
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4 LinMot Profile: Siemens TIA 

4.1 Overview 

This chapter shows how a LinMot drive with either PROFIBUS or PROFINET interface (LinMot Profile) can be 
connected to a Siemens PLC using TIA Portal (for Step 7 the general steps are similar).  
 
Download: 
The libraries for TIA / Step 7 can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/Siemens/  (named Siemens_TIA... or Siemens_Step7é) 

 
 

 

Note:  
More information can be found in the library documentation (part of the above-mentioned download) 
and in the user manuals PROFINET & PROFIBUS (LinMot Profile) (see chapter 1.4 Documentation / 
User Manuals) 

 
 

                                           
 
Image Source: http://automation.siemens.com/ 

 
PROFINET is an Industrial Ethernet Standard. The LinMot PROFINET drives act as PROFINET-IO slaves in this 
network. 
 
PROFIBUS is a fieldbus standardized in IEC 61158. The LinMot PROFIBUS drives are PROFIBUS-DP slaves. 
 
For further information on PROFINET / PROFIBUS please visit: 
http://www.PROFIBUS.com 
 
  

additional device (s) 

http://download.linmot.com/plc_lib/libraries/Siemens/
http://www.profibus.com/
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4.2 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
4.2.1 Motor configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
4.2.2 GSD / GSDML files 

Install the GSD/GSDML file(s) that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. They are located by default: 

¶ PROFIBUS:  \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\Profibus\GSD 

¶ PROFINET:  \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\ProfiNet\GSDML 

¶ PROFINET:  \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\ProfiNet_Nx\GSDML_PD 
(For -MI drives) 

 
 
4.2.3 PROFIBUS Connection 

The drive is connected to the PROFIBUS network using the X9 connector of the LinMot drive. 
 

 
 
  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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The only setting that must be done on the drive according to the PROFIBUS interface is setting the node 
address. By default, it is set with the address selectors S1 & S2 on the front of the drive.  
Alternatively (not recommended) it can be set with the parameter ñNode Address Parameter Valueò (UPID 
2076h). This requires the parameter ñNode Address Selectionò (UPID 206Ch) to be set to ñOnò. 
 

 

Set the node (Profibus) address using the address selectors S1 & S2 
 

 
 
The rotary switches are hexadecimal. 

 

 

Attention: Do not change any other PROFIBUS interface parameters on the drive! 
 

 

 

Attention: To activate the PROFIBUS Interface on E1130-DP-xx drives, the Dip-Switch S3.4 
ñInterfaceò at the bottom of the drive has to be set to ñONò (factory default) 
 

 
 

 

 

Attention:  
According to the PROFIBUS standard the maximal node address is 127 (addresses 126 and 127 
are reserved for special purpose and should normally not be used). 
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4.2.4 PROFINET Connection 

The drive is connected to the PROFINET network using the X17 (IN) & X18 (OUT) connectors. 
The below pictures show the ports of an E1250-PN-UC drive. On all other LinMot drives supporting PROFINET 
the ports are named the same (X17 & X18) but they may be placed differently on the drive housing. 
 
 

 
 

 
 
 

 

Attention: 
The PROFINET parameters in the drive are left to default values!  
The name and IP address are set using the TIA Portal, see chapter 4.4.1 
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4.3 PLC Setup PROFIBUS (E1430-DP-QN, E1230-DP-UC, E1130-DP-xx) 

The following procedure can be used for all Siemens PLCs compatible with TIA Portal. 
 

 

First, install the GSD file for the drive. 
(TIA Portal Ÿ Options Ÿ Install general station description file (GSD)) 

 
The required GSD file can be found by default in the following folder: 
 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\PROFIBUS\GSD\ 
 
Drag and drop the desired drive from the catalogue to the network view and connect it to the Profibus network 
(1 & 2) 
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Afterwards insert the required modules into the available slots as shown in the figure below. 
 

 
 
 

 

Note: Set the name and the PROFIBUS address of the device according to the requirements of your 
application  
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4.4 PLC Setup PROFINET (E1450-PN-QN, E1250-PN-UC, C1250-PN-UC, C1150PN-UC) 

The following procedure can be used for both CPU S7-1200 and CPU S7-1500. 
 

 

First, install the GSDML file for the drive. 
(TIA Portal Ÿ Options Ÿ Manage general station description file (GSD)) 

 
The required GSDML file can be found by default in the following folder: 
 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\ProfiNet\GSDML\ 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\ProfiNet_Nx\GSDML_PD\ (for -MI drives) 
 
Drag and drop the desired drive from the catalogue to the network view, connect the drive with the PLC (draw 
line from 1 to 2) and assign the drive to the PLC (3). 
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Afterwards in the Device View the module ĂDefault IO mapping with Configñ is dropped into the available slot as 
shown the figure below. 
 
By default, when adding a new LinMot -PN drive, this module is already present in slot 1. 
 

 
 
 
When adding a C125x-MI drive (e.g., C1250xMIPD 1S V3.0) insert the DO SERVO Module first and then add 
the Submodule LinMot telegram 516: 

 
 

 

Tip:  
It is possible to add up to 4 parameter and 4 monitoring channels to write or read specific parameters 
or variables in the process data.  
Please check chapter 10.6 Add Additional Parameters / Variables to the Real-Time Channel for 
details. 
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4.4.1 Assigning the Device Name and IP Address 

The following three steps show how to assign the PROFINET device name to the LinMot drive using TIA Portal. 
The IP address is assigned automatically when PROFINET starts. 
 

1. Set the IP address and the device name in the device properties: 
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2. Choose the device you want to assign the name to (right-click on the device): 
 

 
 

  



  
PLC Commissioning 

 

Page 38 of 285 4 LinMot Profile: Siemens TIA NTI AG / LinMot 
 

3. Search for the LinMot drive you want to name. The safest way to identify the drive is by either activating 
the ñFlash LEDò function in TIA Portal or to verify the MAC address (can be found on the housing of the 
drive). 
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4.5 Check with LinMot-Talk if the Fieldbus is running 

LinMot-Talk shows the status of the fieldbus. Open the variables PROFIBUS / PROFINET and check if the Node 
Address / IP Address is correct.  
 

 

Check fieldbus status: 
 

    
 

 
If the ñReceive Data Counterò is counting and there is a valid ñReceive IO Cycle Timeò is shown the bus is 
properly running. 
 

4.6 Next Steps 

Now you can start implementing your application using the function blocks and documentation from the 
download link in chapter 4.1 Overview. 
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5 LinMot Profile: Rockwell Automation Studio 5000 (Outdated) 

5.1 Overview 

 

LinMot highly recommends -CM or -MI drives instead of -IP drives for new applications 
 
The most recent instruction set for LinMot CM and MI drives (CIPSync Motion) now also supports 
LinMot -IP drives. Please find the instruction set with included example projects and documentation 
here: 
http://download.linmot.com/plc_lib/examples/Rockwell_CM/ 

 
This chapter shows how a LinMot drive with LinMot EtherNet/IP interface (e.g., C1250-IP-XC-0S) can be 
integrated and setup in a Rockwell Automation environment to be used with the library provided by LinMot. 
 
Download: 
The Add-On Instructions for Rockwell Automation controllers can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/Rockwell/  (named Rockwell_LM_AOI_Set_...) 

 

 

Note:  
More information can be found in the library documentation (part of the above-mentioned download) 
and in the user manual EtherNet/IP (see chapter 1.4 Documentation / User Manuals) 

 

                                      
 
Image Source: http://www.rockwellautomation.com/ 

 
EtherNet/IP is an industrial Ethernet network that implements the Common Industrial Protocol (CIP). 
 
For further information on EtherNet/IP please visit:  
http://www.odva.org 
 

YouTube video series (LinMot Integration ï Rockwell Automation EtherNet/IP): 
https://youtube.com/playlist?list=PLMSLCScLnf94pElSNCorvUf2-RpGJ8L6R 

 

5.2 Minimum Requirements 

 

Important:  
Use only Allen-Bradley controller firmware revision 18.0 or higher! 
For EDS support Allen-Bradley controller firmware revision 20.0 or higher is required! 
 
The AOP for C1250-IP-XC-xS and E1250-IP-UC drives are included in Studio 5000 from V31! 
For Studio 5000 versions older than V31 the AOP installation package can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/Rockwell/ (LM_DRIVE_Rel15_RELEASE.zip) 
 
Attention:  
When you have installed the AOP manually, e.g., from the link above, it is highly recommended to 
uninstall them before installing Studio V31. As they are part of Studio V31 errors may occur during 
installation. 

  

additional device (s) 

http://download.linmot.com/plc_lib/examples/Rockwell_CM/
http://download.linmot.com/plc_lib/libraries/Rockwell/
http://www.odva.org/
https://youtube.com/playlist?list=PLMSLCScLnf94pElSNCorvUf2-RpGJ8L6R
http://download.linmot.com/plc_lib/libraries/Rockwell/
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5.3 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
5.3.1 Motor Configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
5.3.2 EDS Files (Requires Studio 5000 V20 or higher) 

Install the EDS file that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. They are located by default: 

¶ EtherNet/IP:  \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherNetIP\EDS 
 
5.3.3 EtherNet/IP Connection 

The drive is connected to the EtherNet/IP network using the X17 & X18 connectors. 
 

 
 
5.3.4 IP Address 

The default IP address is 192.168.001.xxx, where the last byte xxx is defined via the two address selectors S1 & 
S2. S1 sets the high and S2 the low digit. E.g., S1 = 5, S2 = A -> 5A (hex) = 90 (dec) -> IP = 192.168.1.90 
 

 

Set IP address (last byte, xxx from above) by S1 & S2 

 
 

 

Attention:  
The switch value S1 = S2 = 0 (factory default setting) is a special configuration which acquires the 
IP address via DHCP (e.g., for use with the BOOTP-DHCP Tool from Rockwell Automation)! 

  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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5.4 PLC Setup EtherNet/IP 

5.4.1 RSLinx Classic 

After setting the IP address the new LinMot device should appear in RSLinx Classic as ñUnrecognized Deviceò 
(e.g., IP 192.168.1.90 see below). 
 
If the EDS file is installed, the LinMot drive will appear in RSLinx with its Device Type (e.g., IP 192.168.1.89). 
 

  

 

 

Important:  
If no AOP or EDS file is used the LinMot must be setup as Generic Ethernet Module. 
See chapter 5.4.4 
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5.4.2 Add a LinMot drive using AOP (E1250-IP-xx, C1250-IP-xx) 

 

 

Important:  
The AOP for C1250-IP-XC-xS and E1250-IP-UC drives are included in Studio 5000 from V31! 
 
For Studio 5000 version <V31 the AOP installation package for manual installation can be 
downloaded from: 
http://download.linmot.com/plc_lib/libraries/Rockwell/ (LM_DRIVE_Rel15_RELEASE.zip) 

 

 

Attention:  
When you have installed the AOP manually it is highly recommended to uninstall them before 
installing Studio V31. 
 
How to uninstall AOP: 
1) You need to have the installation files for the version of the AOP you are currently running unzipped 
and available. 
2) Go to a DOS (command) window. Then navigate to the folder where you have the installation files 
for the version of the AOP you wish to uninstall. 
3) Execute this command: MPSETUP/CU 
4) Follow the prompts and make sure that you check the UNINSTALL checkbox. 
5) Click "Next".  Expand the tree in the left pane to see choices for which AOP(s) you wish to uninstall.  
Select which AOPs to uninstall. 
6) Follow the prompt to finish the uninstall 

 
 

1. Add a new module by right-clicking on Ethernet in the I/O configuration: 
 

 
 

  

http://download.linmot.com/plc_lib/libraries/Rockwell/
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2. Select module type (LMDrive): 
 

 
 
  



 
PLC Commissioning 

 

 

NTI AG / LinMot 5 LinMot Profile: Rockwell Automation Studio 5000 (Outdated) Page 45 of 285 
 

3. Set name and IP address: 
 

 
 
  



  
PLC Commissioning 

 

Page 46 of 285 5 LinMot Profile: Rockwell Automation Studio 5000 (Outdated) NTI AG / LinMot 
 

4. Setup connection (Set desired RPI and check that ñUse Unicast Connection é ñ is selected) 

 
 

 
Now you can download your project to the controller and check if the connection is running, as described in 
chapter 5.5. 
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5.4.3 Add a LinMot drive using the EDS file (recommended for Studio <V31) 

1. The EDS files can be installed using the EDS Hardware Installation Tool: 
 

 
 
Follow the wizard and install the EDS files from the location mentioned in chapter 5.3.2. 
 

2. Add a new module by right-click on Ethernet in the I/O configuration: 
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3. Select Module Type: 
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4. Set Name and IP Address 
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5.4.4 Add a LinMot drive as Generic Ethernet Module (ETHERNET-MODULE) 

1. Add a new ETHERNET-MODULE by right-click on Ethernet in the I/O Configuration: 
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2. Setup of the Module Properties: 
- Name 
- Comm Format 
- IP Address 
- Input and output assembly size 
 

 

Attention:  
Be careful when defining these parameters, because only a correct setting will run in the 
EtherNet/IP network. Only the name and the RPI (Requested Packet Interval) can be defined freely. 

 
The IP must be set according to the IP settings of the LinMot drive or vice-versa. 
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5.5 Check with LinMot-Talk if the Fieldbus is running 

LinMot-Talk shows the status of the fieldbus. Open the variables Ethernet/IP for actual IP address, Net Mask or 
Ethernet/IP:O->T, T->O config to check the connection. 
 

 

Check fieldbus status: 
 

 
 

 
 

5.6 Next Steps 

Now you can start implementing your application using the function blocks and documentation from the 
download link in chapter 5.1 Overview. 
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6 LinMot Profile: B&R Automation Studio 

6.1 Overview 

LinMot drives with Powerlink interface (e.g., C1250-PL-XC-1S) can be integrated in a B&R environment as 
point-to-point axis using the LinMot function block library. 
 
Download: 
Demo projects can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/BR/  (named BR_AS4x_LinMot_Powerlink_noUpgrades...) 
 
The library itself can be download from: 
http://download.linmot.com/plc_lib/libraries/BR/  (named  LM_BR_Library_inclSources_...) 
 
> Choose the library éinclSourcesé to compile it on your system for your specific AS and AR versions. 

 
 

 

For a detailed description of the library function blocks please check the Beckhoff library 
documentation which is part of the download in chapter 3.1 (page 21). 
 
Both the Beckhoff and B&R library contain the same function blocks and are therefore identical in 
documentation. 

 

 

The library itself contains a HTML Help that can be opened by selecting the library in Automation 
Studio and press F1 key. 

 
 
 

                     
 
 
Image Source: http://www.br-automation.com/ 

 
For further information on Ethernet POWERLINK please visit: http://www.ethernet-powerlink.org  
  

additional device (s) 

http://download.linmot.com/plc_lib/libraries/BR/
http://download.linmot.com/plc_lib/libraries/BR/
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6.2 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
6.2.1 Motor configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
 
6.2.2 XDD File 

Install the XDD file that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. 
It is located by default: 
¶ Powerlink: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\Powerlink\XDD 
¶ Powerlink: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\Powerlink_Nx\XDD (-MI drives) 

 
There are separate XDD files available for either AS3 or AS4. 
 
 
6.2.3 Powerlink Connection 

The drive is connected to the Powerlink network using the X17 (IN) & X18 (OUT) connectors. 
The below pictures show the ports of an E1250-PL-UC drive. On all other LinMot drives supporting Powerlink 
the ports are named the same (X17 & X18) but they may be placed differently on the drive housing. 
 

 
 

 
  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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6.2.4 Node ID 

The Node ID of the LinMot drive is set using the hardware address selectors. 
 

 
 
E.g.: Node ID 18 dec = 12 hex = 0001 0010 bin 

 
=> S1 = 1 hex = 0001 bin (Dip Switch 5 = ON), S2 = 2 hex = 0010 bin (Dip Switch 2 = ON) 
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6.3 Hardware Configuration 

6.3.1 Add the LinMot drive to the Powerlink network 

Install the XDD file(s) using Tools > Import Fieldbus Deviceé in Automation Studio. 

 
 
The required XDD-file can be found in the following folder (default): 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\POWERLINK\XDD 
 
In the Hardware Catalog search for the LinMot drive (e.g., C1250...) and drag&drop it onto the Powerlink 
interface (PLK).  
Alternatively select the Product Group 3rd Party Devices > all installed LinMot drives are shown. 
 

 
 
Set the Node ID according to your requirements. 
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6.3.2 Configuration 

In the configuration of the LinMot slave module (right-click on device > Configuration) the following channels 
must be selected: 
 
Set the Cyclic transmission of all channels marked with a red exclamation mark to Read or to Write 
respectively. 
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6.3.3 I/O Mapping 

The inputs and outputs (right-click open I/O mapping) of the modules are mapped to the axis structure (datatype 
stsLM_Axis). 
 
In the following example a variable LM_Axis_1_Axis of datatype tstLM_Axis is defined in the Main program. 
 

 
 
  



 
PLC Commissioning 

 

 

NTI AG / LinMot 6 LinMot Profile: B&R Automation Studio Page 59 of 285 
 

6.4 Parameter Access 

For detailed information about accessing drive parameters please check chapter 16.12 Parameter Access 
(page 233). 
 
 

6.5 Add Additional Parameters or Variables to the Process Data 

To add additional parameters or variables for read and write access to the process data please see chapter  
16.13 Add Additional Parameters or Variables to the Process Data (page 236). 
 
 

6.6 Next Steps 

Now you can start implementing your application using the function blocks and documentation from the 
download link(s) in chapter 6.1 Overview (page 53). 
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7 LinMot Profile: CODESYS  

7.1 Overview 

A LinMot drive with EtherCAT (-EC)  interface (e.g., C1250-EC-XC-1S) can be integrated and setup in a 
CODESYS environment as I/O device using the LinMot function block library 
 
Download: 
A package including the library and example projects is available from: 
http://download.linmot.com/plc_lib/libraries/CODESYS/3x/  (named CoDeSys_3.x_LinMot_Library_...) 

 
 

 

For a detailed description of the library function blocks please check the Beckhoff library 
documentation which can be downloaded in chapter 3.1 (page 21) 
 
Both the Beckhoff and CODESYS library contain the same function blocks and are therefore identical 
in documentation. 

 
 

                                                  
 
Image Source: http://www.raspberrypi.org/ 

 
 
EtherCAT is the real-time Ethernet network originally developed by Beckhoff. The LinMot acts as Slave in this 
network and is implemented with the standard ASIC ET1100 from Beckhoff. 
 
For further information on the EtherCAT fieldbus please visit: 
http://www.ethercat.org/ 
 
  

additional device (s) 

http://download.linmot.com/plc_lib/libraries/CODESYS/3x/
http://www.ethercat.org/
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8 LinMot Profile: Mitsubishi GX Works 

8.1 Overview 

This chapter shows how a LinMot drive with CC-Link IE Field Basic Interface (LinMot Profile) can be connected 
to a Mitsubishi PLC using GX Works3.  
 
Download: 
The libraries for GX Works3 including documentation can be downloaded from: 
http://download.linmot.com/plc_lib/libraries/Mitsubishi/ 

 
 

 

Note:  
More information can be found in the library documentation (part of the above-mentioned download) 
and in the user manual CC-Link IE Field Basic Interface (see chapter Documentation / User Manuals). 

 
 

                               
 
Image Source: https://www.mitsubishielectric.com 

 
CC-Link IE Field Basic  is an Industrial Ethernet Standard. The LinMot CC-Link IE Field Basic drives act as CC-
Link IE Field Basic slaves in this network. 
 
For further information on CC-Link IE Field Basic please visit: 
https://www.cc-link.org/en/index.html 
 
  

additional device (s) 

http://download.linmot.com/plc_lib/libraries/Mitsubishi/
https://www.cc-link.org/en/index.html
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8.2 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
8.2.1 Motor configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
8.2.2 CSP+ files 

Install the CSP+ file(s) that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. They are located by default: 

¶ \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\CCLinkIEFB\CSPP 
 
8.2.3 CC Link Connection 

The drive is connected to the CC Link network using the X17 (IN) & X18 (OUT) connectors. 
The below pictures show the ports of an C1250-CC drive. 
 

 
 

 
  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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8.2.4 IP Address 

The default IP address is 192.168.3.xxx, where the last byte xxx is defined via the two address selectors S1 & 
S2. S1 sets the high and S2 the low digit. E.g., S1 = 5, S2 = A -> 5A (hex) = 90 (dec) -> IP = 192.168.3.90 
 
For further information about the IP address settings please check the interface manual > 0185-1171 
 

 

Set IP address (last byte, xxx from above) by S1 & S2 

 
 
 
  

http://shop.linmot.com/e/product/0185-1171-E
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8.3 PLC Setup CC Link 

The following procedure can be used for all Mitsubishi PLCs compatible with GX Works 3. 
 

 

First, install the CSP+ file for the drive. 
(GX Works 3 Ÿ Tool Ÿ Profile Management Ÿ Register 

 
The required CSP+ file can be found by default in the following folder: 
 
C:\Program Files\LinMot\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\CCLinkIEFB\CSPP 
 
1. First the corresponding CSPP file of the LinMot Drive must be installed. No project must be open when 
doing so! 
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2. Then open your project / create a new one and configure the Ethernet port (IP address, é) 

 
 
 
3. From the hardware catalogue the desired drive can be dragged into the network view. 
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4. Afterwards the I/O data areas can be read. 

 
 
 
 

 

Note:  
Input registers W are counted hexadecimal, output registers R decimal! 
 
Here: Read Drive 1: W0 
          Read Drive 2: W20 
          Write Drive 1: R0 
          Write Drive 2: R32 (1F: 31, 20: 32) 
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5. On the control side, the participants can then be recognized in GX3 Works via "Detect Now". The IP's can 
be entered to assign the sequence. 
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8.4 Check with LinMot-Talk if the Fieldbus is running 

LinMot-Talk shows the status of the fieldbus. Open the variables CC-Link IF Field Basic and check if the IP 
Address is correct.  
 

 

Check fieldbus status: 
 

 
 

 
 

8.5 Next Steps 

Now you can start implementing your application using the function blocks and documentation from the 
download link in chapter 8.1 Overview. 
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9 Drive Profile: Rockwell Automation Motion (CIP Sync Motion) 

9.1 Overview 

LinMot drives with LinMot EtherNet/IP CIP Sync interface installed (e.g., C1250-CM-XC-1S or C1250-MI-XC-1S) 
can be integrated and setup in a Rockwell Automation environment as motion axis. 
 
Download: 
A demo project including EDS files and a detailed documentation can be found here: 
http://download.linmot.com/plc_lib/examples/Rockwell_CM/   (LM_AOI_Set_2Vx...) 

 
 

 

Note:  
More information and step by step guides can be found in the project documentation (part of the 
above-mentioned download) and in the user manual Ethernet/IP (0185-1165, see chapter 1.4 
Documentation / User Manuals) 

 

 

EDS Files:  
EDS files for -CM and -MI drives located by default : 
\\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\EtherNetIP_NX\EDS 

 
 

                                      
 
Image Source: http://www.rockwellautomation.com/ 

 
EtherNet/IP is an industrial Ethernet network that implements the Common Industrial Protocol (CIP). 
 
For further information on EtherNet/IP please visit:  
http://www.odva.org 
 
 

YouTube video series (LinMot Integration ï Rockwell Automation CIP Sync): 
https://youtube.com/playlist?list=PLMSLCScLnf95PmjyZv8sl6zuHKhci8uln 

 
 

 

!!! Mandatory Prerequisites !!! 

¶ Rockwell Automation controller revision must be V30 or later for coordinated motion 

¶ Minimum known Rockwell Automation controller revision for no coordinated motion is V20 

¶ LinMot drive firmware 6.12 Build 20230803 or later recommended 

 
  

additional device (s) 

http://download.linmot.com/plc_lib/examples/Rockwell_CM/
http://www.odva.org/
https://youtube.com/playlist?list=PLMSLCScLnf95PmjyZv8sl6zuHKhci8uln
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10 Drive Profile: Siemens TIA, PROFIdrive 

10.1 Overview 

This chapter shows how a LinMot drive with PROFIdrive interface (e.g., a C1250-PD-XC-1S) can be integrated 
and setup in SIEMENS TIA Portal using SIEMENS Telegram 105. For this example, TIA 15 and a S7-1517F-3 
PN/DP is used. 
 
Download: 
An example project can be downloaded from: 
http://download.linmot.com/plc_lib/examples/Siemens_PD/ 

 
 
Components used: 

¶ LinMot C1250-PD-XC-1S-000 (article number 0150-2619) with firmware 6.10 Build 20210521 

¶ CPU 1517F-3 PN/DP (article number 6ES7 517-3FP00-0AB0) with firmware V 2.6.1 

¶ TIA Portal V15.1 Update 4 

                    
Image Source: https://mall.industry.siemens.com 

 
 
PROFINET is an open real-time Ethernet network 
The LinMot drive acts as slave in this network and is implemented with the TPS1 chip from Renesas. 
 
For further information on PROFINET and the PROFIdrive fieldbus protocols please visit: 
http://www.profibus.com/ 
 
 

YouTube video series (LinMot Integration ï Siemens PROFIdrive): 
https://youtube.com/playlist?list=PLMSLCScLnf97_39VIYddSsIm57rr-N0su 

 
 

 

Attention:  
SIEMENS Telegram 105 requires firmware 2.0 and higher installed in the S7-1500 CPU. Some older 
S7-1500 hardware revisions do not support firmware 2.0. In that case use Standard Telegram 5. 

 

 

Note:  
From firmware 6.6 Build 20170522 the LinMot drive supports the SIEMENS Technology data block: 
 

 
 
  

additional device (s) 

http://download.linmot.com/plc_lib/examples/Siemens_PD/
http://www.profibus.com/
https://youtube.com/playlist?list=PLMSLCScLnf97_39VIYddSsIm57rr-N0su
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10.2 Configuration and Connection of the LinMot Drive 

The LinMot drive is configured using the LinMot-Talk software: 
http://www.linmot.com/download/linmot-talk-drive-configuration/ 
 
10.2.1 Motor Configuration 

It is assumed that the motor connected to the drive is already configured. 
 

 

Use the Motor Wizard inside LinMot-Talk to setup the motor (Menu -> Drive -> Motor Wizard): 

 
 
Make sure that you select ñNo Drive Homingò in the Motor Wizard as with SIEMENS Telegram 105 the homing 
of the axis is done in the PLC. 
 

 
 
 

 
See Appendix I: Basic Position Control Loop Tuning 

 
  

http://www.linmot.com/download/linmot-talk-drive-configuration/
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10.2.2 GSDML File 

Install the GSDML file that is part of the LinMot-Talk software/firmware you are using. 
The most recent device files are always part of the newest LinMot-Talk software. They are located by default: 
¶ PROFIdrive: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\ProfiNet\GSDML_PD 
¶ PROFIdrive: \\LinMot-Talk X.X Build XXXXXXXX\Firmware\Interfaces\ProfiNet_Nx\GSDML_PD (-MI 
drives) 

 
 
10.2.3 PROFINET Connection 

The drive is connected to the PROFINET network using the X17 (Port1, IN) & X18 (Port 2, OUT) connectors. 
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10.3 PLC Setup 

10.3.1 Install GSDML File(s) 

The GSDML files for the drives are located by default in the LinMot-Talk installation path: 
C:\Program Files (x86)\LinMot\LinMot-Talk é\Firmware\Interfaces\ProfiNet\GSDML_PD  (-PD Drives) 
C:\Program Files (x86)\LinMot\LinMot-Talk é\Firmware\Interfaces\ProfiNet_Nx\GSDML_PD (-MI Drives) 
 
In TIA Portal select in the menu bar ñOptions > Manage general station description files (GSD)ò and navigate to 
the directory you have put the GSDML file(s) in. 
 
10.3.2 Insert the LinMot Drive as Device (-PD Drives) 

Select the LinMot C1250-PD-XC-1S drive from the catalogue and drag&drop it to the network view.  
Then connect it to your PROFINET network. 

 
 
Add the SIEMENS Telegram 105 module in the device view to slot 1 and select the MC-Servo OB under I/O 
addresses: 
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10.3.3 Insert the LinMot Drive as Device (-MI Drives) 

Select the LinMot C1250-MI-XC-1S (C1250xMIPD 1S V3.0) drive from the catalogue and drag&drop it to the 
network view.  
 
Then connect it to your PROFINET network. 

 
 
 
Add the DO Servo Module and afterwards the submodule SIEMENS telegram 105 and optionally 
Supplementary telegram 750 in the device view and select the MC-Servo OB under I/O addresses: 
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10.3.4 Set PROFINET Name and IP Address 

In the device properties assign a name and an IP address according to your network setup to the drive: 
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Note:  
If the PROFINET device name is not assigned automatically you can either right-click the device in 
the topology view and select ñAssign device nameò or in the project tree under ñOnline accessò. 
 

 
 

 
 
Normally the PROFINET name and IP address are assigned automatically to the devices if the 
topology is defined. 
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10.3.5 Insert and Setup a new Technology object (Linear Axis) 

1. Add new object: 

 
 

2. Select a name and the type of the axis and click OK: 

 
 

3. Open the axis configuration: 
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4. Basic Parameters: 

 
 
 

 

Note:  
From TO version V6.0 there is a new option to select ñStandard motorò or ñLinear motorò. 
Choose ñStandard motorò 
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5. Hardware Interface > Drive: 

 
 
 

 

Note:  
Make sure the correct drive is selected. 

 
 

6. Hardware Interface > Encoder: 

 
 
Set Encoder type to ñIncrementalò 
 
 

 

Note:  
If an absolute encoder is connected to the LinMot drive, select ñAbsoluteò as Encoder Type. 
 

 
 
Please also check the note in chapter 10.4.3 Application based example to home a 
LinMot Linear Axis! 
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7. Hardware Interface > Data exchange with the drive: 

 
 
1:  Set the reference speed according to the setting within the drive.  

E.g., drive: 2 m/s => 2000 mm/s * 60 = 120ô000 1/min 

 
  
2:  Set to the maximum force of the motor.  

This value can be found in the data sheet of the connected motor (Max. Force @72VDC). 
The motor in this example has 255 N peak force. 
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8. Hardware interface > Data exchange with encoder: 

 
 
The internal resolution of the LinMot drive is 0.1um. 
 
 

 

Note:  
If an absolute encoder is connected to the LinMot drive and setup in Hardware Interface > 
Encoder, then set the fine resolution for both Gx_XIST1 and Gx_XIST2 to 0 bit. 
 

 
 
Please also check the note in chapter 10.4.3 Application based example to home a 
LinMot Linear Axis! 
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9. Extended parameters > Mechanics:

 
 
Make sure the Leadscrew pitch is set to 1 mm/rot. 
 
 

 

Attention TIA16:  
In TIA16 this parameter is not shown any more if the ñMeasuring systemò is set to Linear. 
This seems to be a bug in TIA16 as the original value (10mm/rot) is taken anyway. 
 
Workaround: Set in Step 8. above the ñMeasuring Systemò to Rotary, change the 
parameter to 1 mm/rot and then set back ñMeasuring Systemò to Linear. 

 
 
 

10. Extended parameters > Limits > Torque Limits: 

 
 
Set Effective to On motor side. 
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10.3.6 Insert and Setup a new Technology object (Rotary Axis) 

In this example we setup a RS01-52x40 motor (rotary part of a LinMot PR01-52x40é) 
 

1. Add new object: 

 
 

2. Select a name and the type of the axis and click OK: 

 
 

3. Open the axis configuration: 
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4. Basic Parameters: 

 
 

5. Hardware Interface > Drive: 

 
 
 

 

Note:  
Make sure the correct drive is selected. 
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6. Hardware Interface > Encoder: 

 
 
The used RS01-52x40 motor (rotary part of a LinMot PR01-52x40é) has a single turn absolute 
encoder feedback. 
 
Therefore select ñCyclic absoluteò as encoder type. 
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7. Hardware Interface > Data exchange with the drive: 

 
 
1: Set the reference speed according to the settings within the drive: 

 
 
2:  Set to the maximum torque of the motor according to the datasheet. The motor in this example 

has 1.5 Nm peak torque. 
 

  



 
PLC Commissioning 

 

 

NTI AG / LinMot 10 Drive Profile: Siemens TIA, PROFIdrive Page 87 of 285 
 

8. Hardware interface > Data exchange with encoder:

 
 
1:  The used RS01-52x40 motor (rotary part of a LinMot PR01-52x40é) has a single turn absolute 

encoder feedback. 
Set the increments according to the settings within the LinMot-Talk Motor Wizard (default 36mm 
/ 360ô000 ticks). By default, this motor has 360ô000 ticks per revolution. 

 
 

 

Note:  
Following an overview of LinMot rotary motors showing encoder type and increments per revolution. 
- RS01: cyclic absolute (single turn), 360ô000 increments per revolution 
- EC02: cyclic absolute (single turn), 524ô288 increments per revolution 
 
LinMot supports a wide range of rotary motor. Just check the motor wizard for how many ticks per 
revolution the motor used has. 
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9. Extended parameters > Limits > Torque Limits: 

 
 
Set Effective to ñOn motor sideò. 
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10.4 Home / Set Reference 

10.4.1 Active Homing for both linear and rotary motors with incremental encoders 

From firmware 6.8 Build 20190315 and later it is possible to use a zero mark via PROFIdrive telegram to 
execute an active homing using the MC_Home function block of SIEMENS. 
 

 
 
On the following pages there are two examples showing the setup in the LinMot drive using the LinMot-Talk 
software. 
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Example 1: Generating the zero mark using the Range Indicator 1 functionality of the LinMot drive. The current 
of the motor should be monitored to detect the hard stop. As soon as the motor current exceeds a set limit the 
zero mark is generated. 
 
From firmware 6.9 Build xxxxxxxx the Range Indicator 1 can be used to generate the zero mark via 
PROFIdrive telegram. 
 
Set the ñReference mark 1 Sourceò to ñNOT Range Indicator 1ò (for this example) 

 
 
As example the motor current or difference position can be used to generate the zero mark. 
 
The Range Indicator 1 can be setup here (Choose UPID 1B93h as Minuend UPID and set the Low and High 
Limit Raw Data): 

 
 
In this case the Range Indicator 1 Bit is set when the Demand Current is between -10A and 10A. 
Therefore the zero mark will be generated when the motor current is >10A or <-10A. 
 
The active homing itself can then be executed using the MC_HOME function block with mode 3 or 5. 
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Example 2: Generating the zero mark using a Home Switch (external 24V DC signal connected to the drive) 
 
If you have a reference cam/switch then setup a digital input of the LinMot drive to ñHome Switchò: 

 
 
Set ñReference mark 1 Sourceò to ñHome Switchò: 

 
 
 
The active homing itself can then be executed using the MC_HOME function block with mode 3 or 5. 
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10.4.2 Set Reference for both linear and rotary motors with absolute encoders 

As the rotary motor used in this example has a single turn absolute encoder it is only required to set the 
reference flag of the axis. This is also valid for linear axes with absolute encoders too (please check the note 
below).  
 
This can be done using the function block MC_HOME with mode 6 (Absolut encoder adjustment (relative)) and 
Position = 0.0. 
 

 

Note:  
Please check the SIEMENS Information System for more information about the Motion Control 
function blocks. 

 

 

Note for linear absolute encoders:  
 
1. If a linear motor with absolute encoder is used, then first a homing in the drive must be completed 
once to set the absolute encoder offset in the drive. (e.g., use homing mode ñMechanical Stop 
Negative Searchò > UPID 13C4h [set back to ñNo Drive Homingò when completed!]). 
 
This can be performed by controlling the motor in the LinMot-Talk Control Panel: 

 
 
2. After that the absolute encoder adjustment in the PLC must be performed ONCE using mode 6 or 7 
of the function block MC_Home (check SIEMENS Information System): 
Mode 6: Absolute encoder adjustment (relative) 
Mode 7: Absolute encoder adjustment (absolute) 
 
This will cause the PLC to store the calculated absolute value offset retentively in the CPU. 
(<TO>.StatusSensor[n].AbsEncoderOffset) 
 
 
ATTENTION: If the Actual Position in the Control Panel of LinMot-Talk is showing a negative value 
when using the MC_Home it is recommended to use mode 7 (absolute) and set the input Position 
to the value of the Actual Position in the Control Panel. Then the correct offset (negative) is stored 
in the PLC. 
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10.4.3 Application based example to home a LinMot Linear Axis 

If for any reason the active homing procedure as explained in chapter 10.4.1 canôt be used it is also possible to 
do the homing application based. 
 
Using the torque limiting functionality (MC_TORQUELIMITING) of SIEMENS Telegram 105 it is possible to 
make a referencing to a mechanical stop with a desired force limit.  
 
If the hard stop should be detected when the motor reaches the set force limit then check for ñInLimitationò in 
state 5 of the following example, or if the hard stop should be detected by the position lag 
("Axis1".Clamping.FollowingErrorDeviation) then use ñInClampingò. 
 
The next page shows how an application-based homing can be performed. 
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Following a very basic example homing routine that is also part of the example project: 
 

 
  

CASE "GVL" .iHomeState OF 

    0:  //Idle  

        IF  "GVL" .bHomeExecute THEN 

            "GVL" .iHomeState := 1;  

        END_IF;  

         

    1:  //Check motor powered  

        IF  "MC_POWER_Axis1".Status THEN 

            "GVL" .iHomeState := 2;  

        ELSE 

            "MC_POWER_Axis1".Enable := TRUE;  

        END_IF;  

         

    2:  //Enable Torque Limiting and start moving direction hard stop  

        IF  NOT "MC_TORQUELIMITING_Axis1" .Busy THEN 

            "MC_TORQUELIMITING_Axis1" .Mode := 1; //Detect hard stop  

            "MC_TORQUELIMITING_Axis1" .Limit := 100 ; //Motor force limit in Newton [N]  

            "MC_TORQUELIMITING_Axis1" .Enable := TRUE;  //Enable Torque Limiting  

            "Axis1" .Clamping.FollowingErrorDeviation := 0. 5; //Set clamping detection window [mm]  

            "Axis1" .Clamping. PositionTolerance  := 0. 3; //Set clamping position tolerance [mm]  

        END_IF;  

         

        "MC_MOVEVELOCITY_Axis1".Velocity := - 10; //Velocity to find the hard stop. Values <10mm/s!  

        "MC_MOVEVELOCITY_Axis1".Execute := TRUE;  

         

        IF  "MC_MOVEVELOCITY_Axis1".Busy THEN 

            "GVL" .iHomeState := 3;  

        END_IF;  

         

    3: // Check axis in limitation & clamping (wait MoveVelocity aborted)  and set axis reference  

        IF  "MC_TORQUELIMITING_Axis1" .InLimitation AND "MC_MOVEVELOCITY_Axis1".CommandAborted  THEN  

            // Set reference position  

            "MC_HOME_Axis1" .Mode := 0; //Set absolute reference  

            "MC_HOME_Axis1" .Position := - 2.0 ; //Reference position  

            "MC_HOME_Axis1" .Execute := TRUE;  

        END_IF;  

                     

        IF  "MC_HOME_Axis1" .Done THEN 

            "MC_HOME_Axis1" .Execute := FALSE;  

            "GVL" .iHomeState := 5;  

        END_IF;  

                     

    5:  //Move away from hard stop  

        "MC_MOVEABSOLUTE_Axis1".Position := 0.0 ; //Move to 0 position  

        "MC_MOVEABSOLUTE_Axis1".Execute := TRUE;  

        "MC_MOVEABSOLUTE_Axis1".Velocity := 1; //Slow velocity  

        IF  "MC_MOVEABSOLUTE_Axis1".Done THEN 

            "MC_MOVEABSOLUTE_Axis1".Execute := FALSE;  

            "GVL" .iHomeState := 10;  

        END_IF;  

         

    10: //Clean up  

        "MC_MOVEABSOLUTE_Axis1".Execute := FALSE;  

        "MC_MOVEABSOLUTE_Axis1".Velocity := - 1;  

        "MC_HALT_Axis1" .Execute := FALSE;  

        "MC_HOME_Axis1" .Execute := FALSE;  

        "MC_MOVEVELOCITY_Axis1".Execute := FALSE;  

        "MC_TORQUELIMITING_Axis1" .Enable := FALSE;  

         

        "GVL" .bHomeExecute := FALSE;  

        "GVL" .iHomeState := 0;  

         

    ELSE 

        ;  

END_CASE;  
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10.5 Parameter Access (RAM) 

Read/Write access to the RAM value of LinMot drive parameters/variables can be done using the SIEMENS 
function block ñSINA-PARAò (FB286) from the library ñDriveLib_S71500ò that is installed with SINAMICS 
Startdrive.  
 
The RAM and ROM values of the drive parameters can be accessed by their parameter number (UPID) added 
with an offset of 0x2000 (UPID+0x2000). 
 
More information about accessing parameters can be found on the SIEMENS support page: 
https://support.industry.siemens.com (Entry ID: 99412590) 
 
 
Example: 
 
Read the value of the parameter Maximal Current (UPID 16#13A6): 
 
Name:  Maximal Current 
UPID: 16#13A6 = 5030 
Type: SInt32 = DINT 
Scale: 0.001 A 
 
> .ParaNo = 1 (read 1 parameter) 
> .sxParameter[1].siParaNo = 16#2000 + 16#13A6 = 16#33A6 = 13222 
 

 
 
Set .Start TRUE. 
As soon as Done becomes TRUE the read data is shown in .sxParameter[1].sdValue 
 
 
Supported Services: 
 

Request ID Description 

0x01 Request Parameter, reads the RAM value of the parameter 

0x02 Change parameter, changes the RAM value of the parameter 

0x41 Read ROM value of parameter, only valid with value attribute 

0x42 Write ROM value of parameter, only valid with the value attribute 

 
  

https://support.industry.siemens.com/
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10.6 Add Additional Parameters / Variables to the Real-Time Channel 

It is possible to add additional parameters or variables of the drive to the real-time channel to allow read and 
write access (RAM). There are 4 channels from the Drive to the PLC (32Bit each, Mon Channel 1-4) and 4 
channels from the PLC to the Drive (32Bit each, Par Channel 1-4) available. 
 
10.6.1 Drive Configuration 

In LinMot-Talk the UPID (parameter/variable address) is entered in the particular channel. 
 
As example in Monitoring Channel 1 the UPID 1B93h (Demand Current) and in Parameter Channel 1 & 2 the 
UPID 13FCh (Maximal Current Positive) and 13FDh (Maximal Current Negative) are entered.  
 

 

 
 
 

 

Attention:  
The above used parameters are thought to be an example only and should not be used if SIEMENS 
telegram 105 is used. 
 
If the parameters in Parameter Channel 1 & 2 have a value of 0 the motor cannot move as they limit 
the maximal allowed positive and negative motor current in the drive. 
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10.6.2 PLC Configuration 

In the HW Config drag&drop the desired modules from the catalogue to the slots of the drive: 
 

 
 
In the IO tags of each Monitoring/Parameter Channel a name can be assigned: 

 
 
 

 

Note:  
On SIEMENS PLCs, the double words are transmitted in big endian organization. Therefore, it is 
required to swap the high and the low word.  
This can be done by using the function ROR().  
E.g. DemandCurrent:=ROR(DemandCurrent,16); 
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10.7 Telegram 750 / TDB 

It is possible to add telegram 750 for additional torque/force functionality using a data block. 
 
10.7.1 LinMot MI Drives 

Using LinMot MI drives the telegram 750 can be / is directly connected in the TO configuration. 
 
Telegram 750 is a supplementary telegram for torque/force control containing the following data:  

¶ The PLC sends the additive torque/force (M_ADD) as well as the positive 
and negative torque/force limit (M_LIMIT_POS, M_LIMIT_NEG) to the 
drive. 

¶ The drive sends the actual torque/force (M_ACT) to the PLC. 
 
 
1. Drag and drop the ñSupplementary telegram 750ò from the catalogue to a free slot in the Device view:

 
 
2. Select / check the additional telegram in the TO configuration (Data exchange with the drive): 
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10.7.2 LinMot PD Drives 

Using LinMot PD drives the telegram 750 can be used by following these instructions. 
 
Telegram 750 is a supplementary telegram for torque/force control containing the following data: 

¶ The PLC sends the additive torque/force (M_ADD) as well as the positive and negative torque/force 
limit (M_LIMIT_POS, M_LIMIT_NEG) to the drive. 

¶ The drive sends the actual torque/force (M_ACT) to the PLC. 
 

 

 

 
 

 

Note:  
The data types PD_TEL750, PD_TEL750_IN and PD_TEL750_OUT are automatically added to the 
project when you set them in the Data type column (they donôt show up in the dropdown list).  
Do not create your own data types. 

 
 
1. Add the telegram ñData object with SIEMENS teleg. TDBò in the device overview: 

 
 

2. Add two tags in the PLC tags of type PD_TEL750_IN and PD_TEL750_OUT and assign the addresses 
from above: 
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3. Create a global data block with the following attributes and create a new tag of type PD_TEL750: 

 
 
4. Connect the before created tag to the axis TO: 
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5. Add the organization blocks MC-PreServo and MC-PostServo to your program blocks. Read the input in 
MC-PreServo and write the output(s) in MC-PostServo: 
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10.8 Using the Closed Loop Force/Torque Control Technology Function 

This chapter shows a way to switch from using Telegram 5/105 with a TO Axis to the closed loop force/torque 
control run mode inside the LinMot drive and vice versa. 
 
This chapter does not cover the general setup of force/torque sensor and the according control loop 
parameters. 
 

 

Attention:  
To use closed loop force/torque control the technology function TF-Force Control (0150-2503) is 
required. Check the manual for more information: https://shop.linmot.com/E/product/0150-2503 

 

 

Attention:  
Drive firmware 6.10 Build 20210521 or later is required. 

 

 

Note:  
This example was done using the rotary part of a LinMot PR02 Linear Rotary Module with torque 
sensor. Nevertheless, the same principle is applicable for linear motors with force sensors. 

 

 
See Appendix II: Basic Closed Loop Torque/Force Control Loop Tuning 

 
  

https://shop.linmot.com/E/product/0150-2503
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10.8.1 Add 1 Monitoring and 2 Parameter Channels / Drive Setup 

1. In the TIA Portal in the Device overview add the following modules from the catalogue: 
 

 
 
2. Assign a tag name in their properties to use them in your program: 
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3. Setup the UPIDs for the channels withing the drive using the LinMot-Talk software: 
 

 
 

 
 
 

4. Enable a Speed Limit to avoid too fast moves in closed loop force/torque control: 
 

 
 

 
  












































































































































































































































































































































































